
D. 1. CARBON ADSORPTION MONITORING LOG t-U"- uh.-

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 
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0.1. ~ARBO
N ADSORPTION MONITvK .... 

~ Condition 0.1. i 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring forVOC breakthrough at least once per shift when the SOS shredder, the ATOU, the Dlstnte:h.v,. _ 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: 
n£((&1... ~; c1 ,c,e_ 

Date of lnspee(lon: 2 ~/L( 

lr}~
 

Time: C: 

Shift: (First o~eco
~)) 

Monitor ID: M ,'11 r. Ket.e 2< C)C-2 

Instrument Calibration Gases: r S?' tb 
?{ lv If -t c 

Background Instrument Reading: 
( 

Location of Carbon Unit Status Inlet 
Exhaust 

Visual 
Carbon Spent Carbon Placed in 

Control Device 

Insp. Replacement Roll Off Box No. for 

Offsite Combustion 

YIN Date Time 

Vapor
Re~~~

em: 
Running Down 

CARBON 0 FLARE~ 

// .. () () 
A II/ 

.,....-
,.---- -

SDS Shredder 
Running / ·Down 0 

,i/ 

-

/' 12'1 ~ 

11/ 
- -

ATDU/OWS 
Runni~

- Down 
./ 

~1 !1/ 
?S1/ ! '1 2.0 

~ 
-

: 

~
 

' Area 8 -- Tanks 52,53,54 Running/ Down 

11 II/ 
--- -

//"' 
)Jy. ·~o ;.C 

---

· (Tanks 02 through 04) 

,0 

Distillation Unit 
Runn

~ .. Down 

4 !lJ 
t Y(. ~ 

/! 4 I. 1 

~-
- -

. \ 
I 

Tank 51 

Runnprg Down 
7t6 

I? /u 
J,t 12 

·-. - -

Tank 55 

Running / Down s I 
'2,] H IU 

/ 9 
,7 

....--- .~
 --· 

Revised 2/10/09 



D. 1. CARBON ADSORPTION IVIU•·u • -

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Conc'tion 0.1.17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDIJ, lm:. ~ 

and the tanks are in operations. PC! shall replace the carbon canister when breakthrough is detected as stated below under Note. 
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D. 1. CARBON ADSORPTION """"· .. 

Condition 0.1.10 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PC! shaH document compliance by monitoring for VOC breakthrough at least once per shift when the SOS shredder, the;..
.,~--. 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 
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D. 1. CARBON ADSORPTIU!\1 ,.,.._ __ 

Condition D .1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, u1v, .. 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 
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D. 1. CARBON ADSORPTION Mur..., -· 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDu, u•~.- • 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 
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0.1. CARBON ADSORPTIOf'l4 n .......... 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition D .1.17 Record Keeping Requirements (c) 

PC! shall document compliance by monitoring for VOC breakthrough at least once per shift when the SOS shredder, the A, .... _. 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 
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D. 1. CARBON ADSORPTION Muhu. _ 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PC! shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDu, lll-. 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 
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D. 1. CARBON ADSORPTION Mv;..._ 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PC! shall document compliance by monitoring forVOC breakthrough at least once per shift when the SDS shredder, the ATDu, .,,_. 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 
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D. 1. CARBON ADSORPTION Mun1. -

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATOU, mo;;; '-·

and the tanks are in operations. PC! shall replace the carbon canister when breakthrough is detected as stated below under Note. 
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D. 1. CARBON ADSORPTION MONITORii\1\:JI '-'"' 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SOS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 
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D.1. CARBON ADSORPTION MON1"1v., •... 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PC! shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the l..JJ5uu_ .. 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 
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D. 1. CARBON ADSORPTION IVIU!'!a a~,...., 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

' Condition 0.1.17 Re<..:ord Keeping Requirements (c) 

~ 

PCI shall document compliance QY monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 
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.· D.1. CARBON ADSORPTION MONITUKH'Iu '-~~ 

Conditi~n 0.1.1 0 Carbon Adsorber/Canister M'onitoring 

~ Condition 0.1.17 ReGard Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 
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·' 
D. 1. CARBON ADSORPTION MONITUKn\1\,:1 ~... ..... ~ 

' 

' 

Condition D. 1.10 Carbon Adsorber/Canister Monitoring 

~ Condition 0.1.17 ReGord Keeping Requirements (c) 

PCI shall document compliance oy monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 
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.· D. 1. CARBON ADSORPTION MONITORII'I~..
:~ ~... ............ 

Conditi~n 0.1. 10 Carbon Adsorber/Canister M.onitoring 

" Condition 0.1.17 Ret.:ord Keeping Requirements (c) 

PCI shall document compliance qy monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 
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D.1. CARBON ADSORPTION MONITORr,"\.:i 1-v-.:...-

Conditi~n 0.1.1 0 Carbon Adsorber/Canister M-onitoring 

Condition 0.1.17 Ret.:ord Keeping Requirements (c) 

PC! shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTIONSYSTEM INSPECTION 

Inspector: ·· 

Monitor ID: 

Instrument. Calibration Gases: 

Background Instrument Reading: 

Location of Carbon 

Control Device 

Unit Status 

Vapor Recovery System: Running Down 

Runnfng Down 

ATDU I OWS 
Running Down 

Area 8 --Tanks 52,53,54 Running Down 

Tanks 02 through 04) 

Distillation Unit 
Running Down 

Tank 51· 
Running Down 

Tank 55 
Running Down 

Revised 2/10/09 

Inlet Exhaust Visual 
Insp. 

Carbon 

Replacement 

YIN Date Time 

Spent Carbon Placed in 

Roll Off Box No. for 

Offsite Combustion 



.· D. 1. CARBON ADSORPTION MONITORil"G LOG FOR DAILY AND QUARTERLY 

Conditi~n D. i .1 0 Carbon Adsorber/Canister M.onitoring 

' Condition 0.1.17 Ret.:ord K~eping Requirements (c) 

PCI shall document compliance qy monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTIONSYSTEM INSPECTION 

Inspector: 

Monitor ID:~Y\ I , 
fl( 

Instrument. Calibration Gases: .)::::5 ·, o. 

Background Instrument Reading: 

Location of Carbon Unit Status Inlet Exhaust Visual Carbon Spent Carbon Placed in 

Control Device 
Insp. Replacement Roll Off Box No. for 

Offsite Combustion 

YIN Date Time 

Vapor Recovery System: Running Down 

I . 

I 

- - -
CARBON OR LARE* 

SDS Shredder Runnfng Down - - -
. ATDU I OWS Running Down - - -

Area 8 -- Tanks 52,53,54 Running Down 

Tanks 02throu h 04 

- - -
Distillation Unit Running Down - - -

Tank 51· Running Down - - ---
Tank 55 

Running Down - - -

Revised 2/10/09 



.' D. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUAK 1 cr. ... , 

Conditi~n D .1.1 0 Carbon Adsorber/Canister M.onitoring 

i- Condition 0.1.17 Re<..:ord KE?eping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CA:RBON ADSORPTION SYSTEM INSPECTION 
~ -- ·-· - ~- -·- --- ·--- - --- --

Inspector: .· 

Background Instrument Reading: 

Location of Carbon Unit Status Inlet Exhaust Visual Carbon Spent Carbon Placed in 

Control Device 

Insp. Replacement Roll Off Box No. for 

Offsite Combustion 

YIN Date Time 

·Vapor Recovery System: Running Down --- -

CARBON OR FLARE* 

-
SDS Shredder 

Runnfng Down 
----- -

ATDU I OWS 
Running Down 

- - --......., 

• Area 8 -- Tanks 52,53,54 Running Down 

Tanks 02throu h 04 

- - -

1 Distillation Unit 
Running Down 

I 

- - ---

Tank 51· 
Running Down 

- - --

Tank. 55 
Running Down 

- --

Revised 2/10/09 


